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I N CU B A TO R   S H A K E R S ___________________ 

 

37. ORBITAL SHAKER INCUBATOR: ZENITH 
 Designed for the growth and shaking of biological cultures & of chemical solutions. Bench top 

controlled temperature incubator with precise dynamically balanced shaking apparatus. Triple 

eccentric drive mechanism ensures reproducible, smooth rotating motion in 25mm orbit. 
 Fully digital contro ls. Viewing window on lid & illumination light allows sample viewing without 

disturbing the environment. Speed: 20 to 200 RPM. Temperature accuracy: ±1.0
o
C. A tray for 

attaching lotus clamps to hold conical flasks (100 ml, 250 ml, 500 ml & 1000 ml) is provided. 
Please order stainless steel flask clamps separately. 

a. For shaking four 500 ml or nine 250ml or sixteen 50/100 ml conical flasks. 
 Model THERM-05-01: Temp range: 5

o
C above ambient to 60

o
C. R 62500.00 

 Model THERM-05-02: Temp range: 10
o
C to 60

o
C. R 118800.00 

b. For shaking four 1000 ml or nine 500 ml or sixteen 250ml or twenty five 50/100 ml conical 
flasks.  

 Model THERM-05-03: Temp range: 5oC above ambient to 60oC. R 75500.00 

 Model THERM-05-04: Temp range: 10
o
C to 60

o
C. R 134000.00 

 

- Stainless steel flask clamp for 50 ml & 100 ml flasks. R  220.00 
- Stainless steel flask clamp for 250 ml & 500 ml flasks. R  250.00 
- Stainless steel flask clamp for 1000 ml flasks.  R  280.00 

 

A U TO C LA V E _______________________________ 
 

38a. AUTOCLAVES, PORTABLE ALUMINIUM: ZENITH 
 Fabricated with heavy duty aluminium alloy, 63mm pressure gauge, safety device, steam 

release valve, vacuum valve, 8 heat proof knobs, inner chamber & stand. Adequately tested. 
Electrical. Supplied with chord. 

a. Model Therm-06-01. 30 x 30 cm (12” x 12”). 22 litre. Heater 2  kW.  R 4400.00 
b. Model Therm-06-02. 30 x 37 cm (12” x 15”). 28 litre. Heater 2  kW.  R 4900.00 

 

38. AUTOCLAVES, PORTABLE STAINLESS STEEL: ZENITH 
 Fabricated with heavy duty Stainless Steel sheet with richly chrome plated lid, 63mm pressure 

gauge, safety device, steam release valve, vacuum valve, 8 heat proof knobs, inner chamber 
& stand. Adequately tested. Electrical. Supplied with chord. 

a. Model Therm-06-05. 30 x 30 cm (12” x 12”). 22 litre. Heater 2  kW.  R 5500.00 

b. Model Therm-06-06. 30 x 37 cm (12” x 15”). 28 litre. Heater 2  kW.  R 6000.00 
c. Model Therm-06-07. 30 x 50 cm (12” x 20”). 37 litre. Heater 3  kW.  R 7500.00 

 

39. AUTOCLAVES, VERTICAL: ZENITH. 
 Triple Chamber i.e. working chamber, water chamber and outer jacket made from high-grade 

stainless steel with mirror finish. Lid made of heavy gun-metal richly chrome-plated. Having 
80 mm pressure gauge, stop cock, safety device, steam release valve, water inlet & outlet 

valves. Fitted with water level system. Mounted on heavy Cast Iron Legs. 
a. Model Therm-06-10. 30 x 50 cm (12” x 20”). 37 litre. Heater 3  kW.  R 41000.00 

b. Model Therm-06-11. 35 x 55 cm (14” x 22”). 55 litre. Heater 4  kW.  R 53000.00 
c. Model Therm-06-12. 40 x 60 cm (16” x 24”). 80 litre. Heater 4 .5 kW.  R 61000.00 
c. Model Therm-06-13. 45 x 60 cm (18” x 24”). 100 litre. Heater 4.5 kW.  R 81000.00 
d. Model Therm-06-14. 55 x 75 cm (22” x 30”). 187 litre. Heater 6 kW.  R 105000.00 

- Foot pedal lifting system.   R 3000.00 
- Electronic pressure switch.   R 6000.00 

- Digital temperature indicator.   R 6000.00 
- Digital timer for above.   R 6000.00 

 

40.  AUTOCLAVES, VERTICAL RADIAL LOCKING LID: ZENITH. 
 Smooth and fast radial locking system for the lid. With outer and inner chambers of heavy 

duty superior stainless steel with outer mirror-like finish. Provided with 80 mm pressure 

gauge, stop-cock, safety valves, steam-release valve, water level attachment and water drain-
out valve. Fitted with electronic adjustable pressure switch. Digital 99 minutes timer, overload 
relay and buzzer. 

a. Model Therm-06-20. 30 x 50 cm (12” x 20”). 37 litre. Heater 3  kW.  R 53000.00 
b. Model Therm-06-21. 35 x 50 cm (14” x 20”). 50 litre. Heater 4  kW.  R 68000.00 
c. Model Therm-06-22. 40 x 60 cm (16” x 24”). 80 litre. Heater 4 .5 kW.  R 84000.00 
d. Model Therm-06-23. 45 x 60 cm (18” x 24”). 100 litre. Heater 4.5 kW.  R 94000.00 

e. Model Therm-06-24. 55 x 75 cm (22” x 30”). 187 litre. Heater 6 kW.  R 120000.00 
- Low water level cut-off device.   R 9000.00 
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MU FF L E  FU R NA C E _______________________ 
 

41. MUFFLE FURNACE: ZENITH 
 This is a light weight muffle furnace. The outer casing is of double walled thick PCRC sheet. 

Fitted with Pyrometer, Thermocouple, Silver Fuse etc. and works on 220V. Maximum 

temperature - 1250
o
C or 950

o
C. Working temperature - 1200

o
C or 900

o
C respectively. 

 Muffle size: 900
o
C 1200

o
C 

 Model Therm-07-01. 4” x 4” x 9”. R 7100.00 R 12050.00 
 Model Therm-07-02. 5” x 5” x 10”. R 9300.00 R 16400.00 

 Model Therm-07-03. 6” x 6” x 12”. R 12300.00 R 20000.00 
- Digital Temperature Indicator & Controller.  R 5000.00 

 
W A T ER  B A TH _____________________________ 
 

42. WATER BATH: ZENITH 
 Double walled. Having 3” diameter holes with concentric rings. Made of thick stainless steel 

sheet. Temperature controlled by hydraulic thermostat from ambient to 95ºC, +/-1ºC. 
a. 12x10x4”. 6 holes. Model Therm-10-01.  R 6100.00 
b. 12x12x4”. 9 holes. Model Therm-10-02.  R 7300.00 
c. 16x12x4”. 12 holes. Model Therm-10-03.  R 8200.00 

   

43. SEROLOGICAL WATER BATH: ZENITH 
 Thermostat controlled. Double walled. Inside of stainless steel and outside of mild steel. 

Durable paint. Maximum temperature of 95oC. Racks are separate. 
. 30 x 25 x 18 cm (12” x 10” x 7”). Model Therm-11-01. For 2 racks. R 6800.00 
b. 33 x 25 x 18 cm (13” x 10” x 7”). Model Therm-11-02. For 4 racks. R 9200.00 

c. 45 x 30 x 18 cm (18” x 12” x 7”). Model Therm-11-03. For 6 racks. R 11200.00 
- Stirring system for above.  R 3500.00 

- Digital temperature indicator cum controller.  R 6000.00 
 

44. WATER BATH INCUBATOR SHAKER - REFRIGERATED: ZENITH 
 Metabolic shaking incubator for studies on tissue metabolism, enzymes, protein coagulation 

and other experiments. Shaking at constant speed under controlled temperature. Double 
walled – inner chamber of SS and other MS sheet powder coated. With thick insulation. 
Temperature control by a digital controller from ambient to 90

o
C. Shaking mechanism fitted 

with variable speed motor shaking speed from 40 to 140 cycles per minute.  
a. Size 11” x 11” x 6”. Model THERM-12-01. Ambient to  90

o
C. Non-cooling. R 33100.00 

b. Size 16” x 12” x 6”. Model THERM-12-02. Ambient to  90
o
C. Non-cooling. R 36400.00 

c. Size 12” x 10” x 6”. Model THERM-12-03. Cooling model 5
o
C to 90

o
C. R 70400.00 

d. Size 16” x 12” x 6”. Model THERM-12-04. Cooling model 5
o
C to 90

o
C. R 76700.00 

 

D E EP  F R E E Z ER ___________________________ 
 

45. DEEP FREEZER: ZENITH 
 Temperature range is ambient to -20

o
C. Controllable by digital indicator cum controller. 

 Double wall construction. PUF insulation is provided to minimize heat loss and maintain 
temperature. Temperature control unit is provided to control temperature, along with audio-
visual alarm for large deviation in temperature. High hold over time of up to 10 hours to 
protect samples. Eco-friendly (CFC free). Built-in condenser for low energy consumption. 
Easy to defrost and clean. Lockable lid. Wheels for easy shifting. Refrigerant is CFC-free R-

134a. 
 Model: THERM-13-1 THERM-13-2 THERM-13-3 THERM-13-4 THERM-13-5 

 Capacity 100 L 200 L 300 L 400 L 500 L 
 Rated power 150 watts 250 watts 300 watts 400 watts 500 watts 
 Price: R 45000.00 R 54000.00 R 68000.00 R 82000.00 R 118000.00 
 Stablizer: R 2000.00 R 2000.00 R 2000.00 R 3000.00 R 3000.00 

 

WA T ER  D I ST I L L A T I O N  E Q U I PM E N T _____ 
 

46. GLASS DISTILLATION ASSEMBLY: ZENITH 
 Model ZEN-STILL-01. This water still is designed for reliable continuous operation 

incorporating a host of features unmatched by comparable stills. The still provides, 
4 litres per hour of distilled water produced through a power input of 3kW by a 
chromium plated heater housed in a horizontal Borosilicate Glass Boiler. Provision 
is for wall mounting. Ideal for general Laboratory use - capable of producing 
pyrogen free water. The stand is powder coated for long rust free operation.  

 Heater is a 3 kW chrome plated heater fitted with a thermostat, which shuts off 

automatically in case of water supply failure.  The boiler & condenser are designed 
for high efficiency and provided with threading for easy plumbing of condenser. 
Boiler is provided with Teflon Screw Cock for insitu cleaning of the boiler. R 15000.00 
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SO X H L E T  &  K J E L D A H L  U N I T  ____________________________ 
 

48. SOXHLET EXTRACTION UNIT: ZENITH 
 Mantle or hot plate type. Electrical unit which works on 220 V. Very useful for heating Soxhlet 

flasks of 60 - 500 ml flasks. Supplied without glass parts. With mild steel housing and rods to 

hold flasks. With individual switches and indicators. 
a. Unit of 3 tests. Model THERM-14-03. Mantle type.   R 8500.00 

b. Unit of 6 tests. Model THERM-14-04. Mantle type.   R 11500.00 

 

49. KJELDAHL DISTILLATION / DIGESTION UNIT: ZENITH 
 Mantle type. This is very useful for distillation and nitrogen estimation purposes by digestion of 

substance. For 300 ml, 500 ml and 800 ml flasks. Provided with mild tubular stand and brass 
condenser rack. Without glass parts and clamps. 

a. Digestion Unit for 3  tests. Model THERM-15-01. R 8800.00 
b. Digestion Unit for 6  tests. Model THERM-15-02. R 12600.00 
c. Distillation Unit for 3  tests. Model THERM-15-03. R 7900.00 

d. Distillation Unit for 6  tests. Model THERM-15-04. R 11500.00 
e. Combined Distillation and Digestion unit for 3  tests, with 3  individual energy regulators. Model THERM-15-03. R 19500.00 

f. Combined Distillation and Digestion unit for 6  tests, with 6  individual energy regulators. Model THERM-15-04. R 23800.00 

 

HO T  P L A T E _______________________________________________ 
 

50. HOT PLATE (RECTANGULAR): ZENITH 
 Electrical. Thick top plate of cast iron on an attractive stand. Maximum surface temperature about 

300
o
C. With rotary switch for heat control. Properly insulated. With energy regulator. 

 30 x 25 x 15 cm (12” x 10” x 6”). Model THERM-16-01.  R 5000.00 
 40 x 25 x 15 cm (16” x 10” x 6”). Model THERM-16-02.  R 5800.00 
 45 x 30 x 15 cm (18” x 12” x 6”). Model THERM-16-03.  R 7200.00 

 60 x 45 x 15 cm (24” x 18” x 6”). Model THERM-16-04.  R 11500.00 
- Thermostatic energy / temperature controller, extra  at the cost of... R 1100.00 

 

51. HOT PLATE (ROUND): ZENITH 
 Mild stee l top of 19 cm (8”) diameter. With 3 step heat control. Model THERM-17-01. R 2300.00 

 

52. SLIDE WARMING TABLE: ZENITH 
 With 3 step heat switch to control temperature up to 60

o
C. 

 40 x 25 x 15 cm (16” x 10” x 6”). Model THERM-18-02.  R 7000.00 
- Thermostatic energy / temperature controller, extra  at the cost of... R 600.00 

 

ST I R R ER _____________________________________ 
 

53. MAGNETIC STIRRER: ZENITH 
a. Model THERM-19-01. For 1-2 litre beakers. With stainless steel top. 150-1400 RPM. R 4700.00 
b. Model THERM-19-02. For 1-2 litre beakers. With hot p late. 150-1400 RPM. R 5400.00 
- TEFLON coated stirring paddle for above.  R 250.00 

 

54. LABORATORY STIRRER, MULTI-PURPOSE: ZENITH 
 Model STIR-01-01. With stepless speed controller. Speed range 0 - 1400 RPM.  R 3600.00 

 

H E A T I NG  M A N T L E  ___________________________ 
 

55. HEATING MANTLE: ZENITH 
 Very superior quality. Electric heating net is hand knitted from glass yarn and there is no joint so that 

strength is maintained. The body of the mantle is spun one piece of non-rusting aluminium and stove 
painted. All sizes are lagged with special grade mineral wool. Stands high temperatures up to 350

o
C.  

 Flask capacity Model Rating  
 50 to 100 ml    Model THERM-20-01 80 Watts R 1300.00 
 250 to 500 ml  Model THERM-20-02 200 Watts R 1500.00 
 1000 ml  Model THERM-20-03 300 Watts R 1800.00 

 2000 ml  Model THERM-20-04 450 Watts R 2000.00 
 3000 ml  Model THERM-20-05 500 Watts R 2100.00 
 5000 ml  Model THERM-20-06 600 Watts R 2500.00 
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SH A K I NG  M A C H I N E ______________________________________ 
 

56. SHAKING MACHINE - WRIST ACTION: ZENITH 
 The machine can hold flasks (conical or round bottom) from 100 ml onwards. The shaking 

speed action is variable and controlled by speed regulator fitted with fraction HP motor. 
a. Model STIR-02-01. To hold 4 flasks.  R 10600.00 
b. Model STIR-02-02. To hold 4 flasks with top 4 bottle holder.  R 12500.00 

c. Model STIR-02-03. To hold 8 flasks.  R 12900.00 
d.  Model STIR-02-04. To hold 8 flasks with top 4 bottle holder.  R 14100.00 

 

57. ROTARY SHAKER: ZENITH 
 Triple eccentric drive mechanism ensures reproducible, smooth rotating motion in 25mm orbit. 

Heavy duty, solid state speed controller. Speed: 20 to 200 RPM. A tray for attaching clamps 
to hold conical flasks (100 ml, 250 ml, 500 ml & 1000 ml) is provided.  

a. Model STIR-03-01. 45 x 45 cm. For shaking 36 x 50 ml flasks. R 24300.00 
b. Model STIR-03-02. 45 x 45 cm. For shaking 25 x 100 ml flasks. R 24300.00 

c. Model STIR-03-03. 45 x 45 cm. For shaking 16 x 250ml flasks. R 24300.00 
d. Model STIR-03-04. 55 x 55 cm. For shaking 25 x 250ml flasks. R 28300.00 

e. Model STIR-03-05. 65 x 65 cm. For shaking 36 x 250ml flasks. R 38000.00 

 

C E N TR I F U G E ____________________________ 
 

58. CENTRIFUGE, GENERAL PURPOSE: ZENITH 
 Table model with heavy duty motor. With speed regulator. Timer. RPM 3500. 
a. Model STIR-04-05. Capacity - 4 x 15 ml. With swing-out rotor. RPM 3500. R 5800.00 

b. Model STIR-04-07. Capacity - 8 x 15 ml. With swing-out rotor. RPM 3500. R 6200.00 

 

58. CENTRIFUGE, PORTABLE: ZENITH 
 Portable centrifuge fitted with vibration-free silent motor. With built in 5 speed regulator and 

swing-out head. Powder coated with tube carriers. RPM 3500. 
a. Model STIR-04-01. Capacity - 4 x 15 ml. With swing-out rotor. RPM 3500. R 2200.00 
b. Model STIR-04-02. Capacity - 8 x 15 ml. With swing-out rotor. RPM 3500. R 2600.00 

 

M E L T I NG  PO I N T  A PPA R A T U S___________ 
 

59. MELTING POINT APPARATUS: ZENITH 
a. Model THERM-21-01. Electrical.  R 2200.00 

b. Model THERM-21-02. As above but with cooling plug for water circulation. R 2800.00 

 

HO MO G E N I Z ER  &  G R I ND ER _____________ 
 

60. TISSUE HOMOGENIZER: ZENITH 
 Consisting of stainless steel rod fitted with Teflon pestle and replaceable grinding vessel of 

borosilicate glass. Fitted with fractional HP motor. Speed controlled by regulator. 
a. Model STIR-05-01. 25 ml  R 5500.00 
b. Model STIR-05-02. 50 ml  R 6500.00 

 

B A LA N C E ________________________________ 
 

61. SINGLE PAN ELECTRONIC BALANCES: ZENITH 
 ZENITH electronic lab balances are full-featured, compact, very affordable, portable 

electronics top pan balances ideal for lab, pharmaceutical, jewellery, weighing, and easy 
touch-button operation, sealed front panel and spill ring, error indicator, draft shield (on 1 mg 
and 10 mg models). 

 Model Capacity Sensitivity Price 
 AUX 220 220 gm 0.0001 gm (0.1 mg) R 95000.00 
 AUY 220 (Auto Calibration) 220 gm 0.0001 gm (0.1 mg) R 115000.00 
 BL 220 220 gm 0.001 gm (1 mg) R 38000.00 
 100S 100 gm 0.01 gm (10 mg) R 10700.00 
 100A 100 gm 0.1 gm (100 mg) R 4000.00 

 200A 200 gm 0.1 gm (100 mg) R 4000.00 
 500S 500 gm 0.1 gm (100 mg) R 7000.00 
 1000A 1000 gm 1 gm R 4000.00 
 2000S 2000 gm 0.1 gm (100 mg) R 10700.00 

 2000A 2000 gm 1 gm R 4000.00 
 5000A 5000 gm 2 gm R 4000.00 
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V A CU U M  P U M P ___________________________________________ 
 

62. VACUUM PUMP: ZENITH 
 PMB1 and PMB2 series direct drive single and double stage high vacuum pumps are the 

latest addition to ZENITH ENGINEERS’ series of  vacuum pumps. They are unbelievably 

noiseless, vibration free and light weight and create an ultimate vacuum to the tune of 0.05 
mm. A sleek and sturdy handle is provided for portability. Crompton motors are used. 

 Model Motor HP LPM Stage Max. Vacuum (Hg) Price 
 PMB-1-20 1/8 (Crompton) 20 Single 28” R 8900.00 
 PMB-1-50 1/4 (Crompton) 50 Single 28” R 10650.00 
 PMB-1-100 1/2 (Crompton) 100 Single 28” R 12600.00 
 PMB-2-50 1/4 (Crompton) 50 Double 29.8” R 11900.00 

 PMB-2-100 1/2 (Crompton) 100 Double 29.8” R 14500.00 

 

63. VACUUM PUMP / COMPRESSORS (OIL FREE): ZENITH 
 The PDF series are diaphragm based vacuum pumps which use absolutely no oil. They can 

be used as oil free vacuum pumps or compressors.  Oil free vacuum pumps from ZENITH 
ENGINEERS are known for their compact design, reliability and efficient performance. 

Manufactured with excellent quality raw material, under the able inspection of proficient 
engineers, these   pumps are the ideal choice for use in labs, pharma and research. 

 Model Motor HP LPM Stage Max. Pressure Max. Vacuum Price 
 PDF-1-15 1/16 15 Single 25 psig 22 in Hg R 6000.00 

 PDF-2-25 1/16 25 Double 25 psig 22 in Hg R 8100.00 

 PDF-1-45 1/8 45 Single 40 psig 22 in Hg R 9400.00 
 PDF-2-45 1/4 45 Double 60 psig 27 in Hg R 12400.00 

 PDF-2-75 1/4 75 Double 40 psig 22 in Hg R 12400.00 

 
- MOISTURE TRAP UNIT: Pressure gauge, regulator and moisture trap. R 3500.00 

 

P E R I ST A L T I C  PU M P  _____________________ 
 

64. PERISTALTIC PUMPS: ZENITH 
 Peristaltic pumps use rotating rollers pressed against special flexible tubing to create a 

pressurised flow. The tube is compressed at a number of points in contact with rollers. Seals 
and valves are not needed as in other pumps. Peristaltic pumps are bi-directional allowing 
suck-back control after discharge to prevent dripping of the liquid. 

 Pumps have on-off control. Work on 220 VAC. Options are digital display, variable flow rate, 
volume mode etc. 

 Model  Min Flow Rate Max Flow Rate 
a. PERI-50  1.5 ml / min  50 ml / min R 19000.00 
b. PERI-100  14 ml / min  450 ml / min R 19000.00 
c. PERI-200  37.5 ml / min  1200 ml / min R 25000.00 
d. PERI-300  65 ml / min  2100 ml / min R 28000.00 

 
- Digital display and variable speed setup.  R 5500.00 

- Digital Calibration system.   R 5000.00 
 

POLARIMETER, REFRACTOMETER, SPECTROMETER  ___ 

 

65.  STUDENT POLARIMETER: ZENITH 
  With Biquartz device. With one 200 mm tube. Workable on ordinary and sodium light. R 6400.00 
 

66. RESEARCH POLARIMETER: ZENITH 
 Equipped with latest imported optical system. Its highly accurate glass scale is divided 

to read angular degrees and also carries sugar scale in I.S.S. units. The angular scale 
from 0 to 360 degrees is sub-divided to 1 degree to enable direct reading to 0.5 
degree and by estimation upto 0.02 degree. The sugar scale from 30 to 120 degree 
I.S.S. units enables direct reading to 0.1 and by estimation to 0.05 sugar degree.  

a. With 100mm and 200mm tubes. With sodium vapour lamp, transformer & cabinet. R 17200.00 
b. With 100mm, 200mm & 400mm tubes. Sodium vapour lamp, transformer & cabinet. R 20800.00 

 

67. ABBE REFRACTOMETER: ZENITH 
 Quick accurate measuring, suitable for testing/control. Range RI - nD 1.300-1.700. 

Sugar percentage - 0-95% Brix.  With thermometer, standard glass plate, contact 
liquid, manual.  R 8300.00 

 

68. SODIUM LAMP WITH TRANSFORMER: ZENITH 
 Consists of 35W imported sodium lamp in cabinet with light ho les and transformer. R 4200.00 
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M I CR O TO M E ,  SH A R P EN E R ,  T I S SU E  P R O C E SSO R  _______ 

 

69. ZENITH DELUXE Rotary Microtome (ERMA Japan pattern) Model ER-ZEN 
 Open type. Fabricated as per standard specifications. Sections of thickness of 1 micron to 25 

microns in steps of 1 micron can be cut. Supplied with following accessories - one original 

SPENCER microtome razor 120 mm with back & holder (all kept in a case), three object holders, 
one sharpening hone, bottles oil etc. R 12000.00 

   

70. ZENITH DELUXE Precision Microtome [AO Spencer type] Model SP-ZEN 
 Sections of thickness of 1 micron to 50 microns in steps of 1 micron can be cut, total feed 

excursion 28 mm. Large object clamp can hold blocks of size 32 X 17 mm, adjustable angle of 
knife holder for sectioning at different angles. Fitted with automatic feed release safety device. 

Supplied with accessories - one original SPENCER microtome razor 120 mm with back & handle 
(all kept in a  case), three object holders, one sharpening hone, bottles oil etc. R 15500.00 

 

71. ZENITH DELUXE Razor Sharpener Model RSP 
 For sharpening of all Microtome knives of sizes up to 185 mm. Equipped with Automatic timer to 

adjust sharpening time. Supplied with universal knife holder, knife inspection block, redressing 
pad, honing plates, honing compound 250 ml. Complete as above without micro abrasives. R 15500.00 

 

72. ZENITH DELUXE Automatic Tissue Processor Model ATSP 
a. Tissues are subjected to automatic dehydration up to final fixing in was. Rotating tissue basket is 

used for holding tissues and this cyclically rotates through various glass beakers with reagents. 

SS was bath has built in thermostat to control its temperature. Supplied with 1 SS basket rotor, 
one SS tissue basket, 24 nos. tissue capsules, 10 nos glass beakers, beaker covers, 2 nos. SS 
wax baths and meta llic ca librated discs. R 68000.00 

b. Advanced model with microprocessor based controls. R 95000.00 

 

O V ER H EA D  P R O J E C T O R ____________________ 
 

73. ZENITH DELUXE Overhead Projector Model OHP-Z 
 Superior quality projector. With Imported Fresnel condenser lens, efficient cooling system. This 

model has 24V, 250W halogen lamp for lesser heating. Glass writing stage of size 25 X 25 cm. 
Projection head has elevating and tilting device. Supplied with writing roll attachment, one 
cellophane writing roll. Complete with writing and drawing set and coloured pens, protractor, set 
squares etc. R 6000.00 

 

74. ZENITH DELUXE Overhead Projector Model OHP-Z(II) Double Lamp 
 This is a vastly improved Overhead Projector as it has two 24V, 250W halogen lamps. The great 

advantage is that if a lamp gets fused, overhead pro jector can sti ll work with the extra lamp. R 6500.00 

 

75.  ZENITH DELUXE Projection Screen 
a. Size 72” x 48”. Simple map type for hanging from wall. R 800.00 
b. Size 72” x 48”. With spring action type of winding and tripod stand. R 3000.00 

 

 
 
 
 
 
 
 

 

 
 

 
 

 
 

 
 
 

BOTANY & ZOOLOGY SLIDES, MATERIAL, SPECIMENS ETC. 
 

• Botany Classwork Material (please ask for detailed list). Unit for 30 students. Rs. 9.00 / Unit 

• Botany Museum Specimens (please ask for detailed list). Rs. 50.00 / Each 

• Botany Permanent Microscope Slides (please ask for detailed list). Rs. 12.00 / Each 

• Zoology Museum Specimens (please ask for detailed list). P.O.R. 

• Zoology Permanent Microscope Slides (please ask for detailed list). P.O.R. 

• Botany & Zoology Models (please ask for detailed list). P.O.R. 

• Educational Charts (please ask for detailed list).  P.O.R. 

 

Detailed lists also available at our website:  

www.biozen.co.in 



   

 

 

ZENITH ENGINEERS - Design & Engineering of Scientific Instruments 

 

[ 23 ]
 

DIGITAL PHOTOMICROGRAPHY  CAMERA  SYSTEM  _  

 

DIGISCOPE 3-in-1 Digital General, Microscope Photography & Projection System: 
 

- Options for 8 & 12 Megapixel Resolution 
- Adapter Fits Most Microscopes 
- Use with Mono / Bino / Trinocular Microscopes 
- Carry Around for General Photography 
 

This system is a versatile digital camera system that supports a wide 
variety of microscopy applications. The system is easy to use, fast and 
connects onto almost all microscopes using the provided adapter. It can 
also be used as a digital camera for general photography. The camera 
system can also be conveniently carried around for capturing images in the 
field. You can use it to take photos in the field, your own photos, etc., i.e. 
for general photography.  
 

With camera-to-microscope adapter the camera is fit onto a microscope 
from where you can capture photographs of the microscope slide. These 
images are saved inside the camera.  
 

Using a computer and a colour printer, you can get instant copies of your 
general photographs as well as microscope photographs. Using a 
computer or a TV you can also project the microscope slide on to the 
computer monitor or TV and give a live demonstration to your class. 
 
75-1. MICROSCOPE COMPUTER IMAGE PROJECTION SYSTEM:  
 Digital camera is supplied along with the camera-to-

microscope adapter. This camera fits into microscope 
eyepiece and connects to PC through USB. The image 
can be viewed and captured on the PC. R 23200.00 

 
75-2. CANON SLR CAMERA WITH MICROSCOPE ADAPTER 
  Canon Digital Camera is supplied along with the camera-to-microscope adapter and software. 

This can be used for field & general photography. Photomicrography and microscope projection 
is also possible. 

a. Above system with 10 megapixel camera. R 47800.00 
b. Above system with 12 megapixel camera. R 62100.00 

 
75-3. IMAGE ANALYSIS SOFTWARE: 
 For analyzing, editing and measuring images, creating albums, and reports. Image editing: Zooming, slide 

show etc. Contrast enhancement, special filters and image functions. Analysis: Roundness, shape, 
orientation, image addition, subtraction etc. Identification of objects, counting them, measurements, object 
identification by user or automatically user defined classification on basis of size/intensity. Measurements 

for distance, length, width, perimeter, angle, area. R 21000.00 
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D I SS E C T I O N  M I CR O SC O PE __________________ 
 

76. ZENITH Dissection Microscope Model ZEN-DM 
 Standard set. Having two eyepieces aplanatic 10x & achromatic 20x on joint arm with glass 

plate, mirror light and rack and pinion focusing. Size of glass p late is 80 mm x 115 mm. R 800.00 

 
ST U D E N T  M I CR O SCO PE ______________________ 

 

77. ZENITH Student Microscope Model ZEN-SM51 
 Standard set. Having fixed condenser. Triple revolving nosepiece. Two eyepieces - 10X & 15X 

and two parfocal achromatic objectives - 10X & 45X. R 2500.00 

 

78. ZENITH Student Microscope Model ZEN-SM55 
     Same as ZEN-SM51 but having movable Abbe condenser & iris diaphragm unit focusable with 

rack & pinion. R 2700.00 

 

P A THO LO G I CA L  M I C R O S CO P E _______________ 
 

79. ZENITH Pathological Microscope Model ZEN-1GT 
 Large heavy body. Fine focusing is graduated. Triple revolving nosepiece. Having movable Abbe 

condenser & iris diaphragm unit focusable with rack & pinion. Graduated mechanical stage. 
Having eyepieces - 10X & 5X or 15X and parfocal achromatic objectives - 5X, 10X, 45X (spring) 
& 100X (spring, oil immersion). R 3600.00 

 

80. ZENITH Pathological Microscope Model ZEN-1GTA 
    Same as Model ZEN-1GT but having superior 100X (oil immersion) ob jective. R 5000.00 

 
R E SE A R CH  M O NO C U LA R  M I C R O S CO P E _______ 

 

81. ZENITH Inclined Monocular Microscope Model MPM 
 Objectives: Parfocal, achromatic objectives 4X, 10X, 40X (spring loaded), 100X (spring loaded, 

oil immersion). Eye-pieces: Highest quality 10X widefield. Illumination: A built-in base halogen 
light source fitted with 6V 20W Halogen bulbs with on/off switch and light intensity regulator. 
Complete with a moulded power cord. Provision for easy replacement of halogen bulb also 
provided with mirror for day light use. Interchangeable inclined monocular head, rotatable 
through 360°. Quadruple revolving nose-piece with positive click stops, ball bearing mounted for 
smooth accurate alignment. Large stable base (145 x 125 mm) fitted with mechanical stage of 
size 100 mm x 125 mm, having low drive co-axial knobs for X-Y movement in horizontal plan. 
Abbe N.A. 1.25 Condenser focusable with rack and pinion through 25 mm continuously visible 
iris diaphragm with built-in swing out filters holder. A robust arm with focusing knobs on both 
sides trave lling on rack pinion ways. Nicely packed in thermo box covered in wooden case. R 7900.00 

 

R E SE A R CH  B I NO CU L A R  M I CR O SCO PE _______ 
 

82. ZENITH Binocular Research Microscope Model BPM 
 Objectives: Parfocal, achromatic LB2S objectives 4X, 10X, 40X (spring loaded), 100X (spring 

loaded, oil immersion). Eye-pieces: Highest quality paired 10X widefield. Illumination: A built-in 
base halogen light source fitted with 6V 20W Halogen bulbs with on/off switch and light intensity 

regulator. Complete with a moulded power cord. Provision for easy replacement of halogen bulb 
also provided with mirror for day light use. Interchangeable inclined binocular head, rotatable 
through 360°. Quadruple revolving nose-piece with positive click stops, ball bearing mounted for 
smooth accurate alignment. Large stable base (145 x 125 mm) fitted with mechanical stage of 
size 100 mm x 125 mm, having low drive co-axial knobs for X-Y movement in horizontal plan. 
Abbe N.A. 1.25 Condenser focusable with rack and pinion through 25 mm continuously visible 
iris diaphragm with built-in swing out filters holder. A robust arm with focusing knobs on both 
sides trave lling on rack pinion ways. Nicely packed in wooden case. R 10000.00 

 

83. ZENITH Binocular Advanced Research Microscope Model ZEN-RBA  
 Advanced model of binocular microscope with coaxial coarse and fine movements actuated by 

sophisticated, ball-bearing gear system. Built-in mechanical stage with coaxial x-y knobs 

positioned low. The microscope is ergonomically designed for excellent working convenience. 
Quadruple revolving nosepiece having ball-bearings. With 6V, 20W halogen light, trans 

illumination base. Binocular observation head inclined at 45
o
, rotatable 0-360

o
. With pairs of 

eyepieces 10X (widefield), 5X or 15X & parfocal achromatic objectives 5X, 10X, 45X (spring) & 
imported 100X (spring, oil immersion). R 13900.00 
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R E SE A R CH  T R I NO CU LA R  M I CR O SC O PE _____ 
 

84. ZENITH Trinocular Research Microscope Model ZEN-RTA 
 Advanced model of trinocular microscope with coaxial coarse and fine movements actuated by 

sophisticated, ball-bearing gear system. Built-in mechanical stage with coaxial x-y knobs 
positioned low. The microscope is ergonomically designed for excellent working convenience. 
Quadruple revolving nosepiece having ball-bearings. With 6V, 20W halogen light, trans 
illumination base. Trinocular observation head inclined at 45

o
, rotatable 0-360

o
. With two pairs of 

eyepieces 10X (widefield), 5X or 15X and one photoeyepiece & parfocal achromatic objectives 
5X, 10X, 45X (spring) & imported 100X (spring, oil immersion).  R 17500.00 

 

I N V ER T E D  T I S SU E  C U L T U R E  M I C R O SC O PE __  
 

85. ZENITH Inverted Tissue Culture Microscope Model ZEN-INVI 
 For tissue culture examination meant for Embryology, Immunology, Pharmacology, 

Microbiology, Virology Water management, Biotchemistry, Biotechnology and more. Providing 

adequate comfort viewing, diopter adjustment ring on one tube are standard feature to facilitate 
compensation. LWD plan 4x/16mm, 10x/11.2mm, 20x/6.02mm. Wide Field 10x paired Field 
number 18mm.  Coarse and fine focussing mechanism is designed for frequent use provides a 
smooth focus adjustments. N.A 0.3 long working distance with iris diaphragm and filter holder 
adjustable to make enough space above the stage. R 34000.00 

 

P R O J E C T I O N  M I CR O SC O PE _____________ 
 

86. ZENITH Student Projection Microscope Model ZEN-PMS 
 Screen diameter of 150 mm. With two eyepieces - 10X and 15X. Three parfocal projection grade 

achromatic objectives - 5X, 10X and 40X (spring). Rack and pinion focus arrangement. Having 
mechanical stage for slide movement. With 12V, 100W halogen lamp and 3-step light control. 
Packed in plywood case, with instruction manual, spare bulb and dust cover. R 6600.00 

 

87. ZENITH Projection Microscope Model ZEN-PMR 
 Screen diameter of 150 mm, which is graduated and rotatable 360

o
. The glass screen is easily 

removable for projection onto a wall. Having mechanical stage. With built-in eyepiece and three 
parfocal projection grade achromatic objectives - 5X, 10X and 40X. Magnification 50X to 400X. 

With 12V, 100W halogen lamp. This microscope is suitable for education and training in botany, 
zoology, agricultural, paper industry applications. Packed in plywood case, with instruction 
manual, spare bulb and dust cover. R 12900.00 

 

ST ER EO S CO P I C  B I NO C U LA R  M I C R O S CO PE _ 
 

88. ZENITH Stereoscopic Binocular Microscope Model ZEN-BS-I 
 Paired widefield eyepiece 10X and fixed achromatic objective 2X. Magnification 20X. Working 

distance 80 mm. Field of view 5.5 mm. Fine focus by rack and pinion. Adjustable height of pole 
stand. Round glass stage. Useful for dissection work. R 3250.00 

 

89. ZENITH Stereoscopic Binocular Microscope Model ZEN-BS-S 
 Paired widefield eyepiece 10X and sliding achromatic objectives 2X & 4X (parfocal). 

Magnification 20X and 40X. Working distance of 80 mm for 2X objective and 55 mm for 4X 
objective. Coated lens eyepiece widefield 10X of 30 mm diameter. One eyepiece tube with 

dioptre adjustment and rubber eyeguards. Fine focus by rack and pinion arrangement. 
Adjustable head in height on pole stand. Round glass stage with black and white matted plate 
for field contrast.  R 6050.00 

 

90. ZENITH Stereoscopic Binocular Microscope Model ZEN-S-SLI 
 Transmitted and reflected light model. Same as Model ZEN-BS-S but with built-in 6V, 20W 

halogen light source on above the specimen stage as well. This allows specimen to be observed 
in light coming from below as well as from the top. Useful for opaque and bigger specimens. 
Incident and transmitted light with three way input switch. R 10300.00 

 

91.  ZENITH Stereozoom Binocular Microscope Model ZEN-SZ 
 With zoom ratio 1:6.4 and large working distance 95mm. Objectives: 7x to 4.5x continuous 

variable control. Dual light incident & transmitted light. Field of view: 28.5mm to 4.4mm. Head: 
Binocular, 45 degree inclined, 360 degree rotatable in vertical axis. Wide field 10x paired. R 46500.00 

 

92.  ZENITH Stereozoom Trinocular Microscope Model ZEN-SZ 
 As above microscope model ZEN-SZ but with trinocular head and one photo-eyepiece. R 58200.00 
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BRIGHTFIELD / DARKFIELD / PHASE CONTRAST MICROSCOPE __ 

 

93. ZENITH Bright field & Dark field Binocular Microscope Model BINO-DF 
 Advanced model of microscope with a dark field condenser and 100X objective with built in iris diaphragm. Coaxial coarse 

and graduated fine motion knobs are positioned low. With quadruple revolving nose piece with positive stop, coaxial 

mechanical stage for X & Y movement. Incident light from 6V, 20W halogen lamp. Lamp control through transformer. Slot 
for filters. Magnification range: 25X to 1000X. Four achromatic objectives: 5X, 10X, 45X (spring) & 100X (spring, oil 
immersion, with built in iris). Two pairs of eyepieces: 5X & Widefield 10X. R 20500.00 

 

94. ZENITH Phase Contrast Binocular Microscope Model BINO-PC 
 Superior quality microscope equipped with phase contrast unit and condenser system which enables phase contrast 

observations in examination of living micro-organisms. Has imported 10X and 40X phase plan achromatic objectives. The 

5X and 100X  (spring, oil immersion) objectives are achromatic for normal viewing. Unit is supplied with centering 
telescope eyepiece and green filter. Has binocular head with imported prisms and inter-pupillary adjustment. Coarse and 

highly sensitive graduated fine motion reading down to 0.002 mm. With quadruple revolving nose piece, coaxial 
mechanical stage for X & Y movement. Incident light from 6V, 20W halogen lamp through transformer. Slot for filters. Four 
achromatic objectives: 5X, P10X, P40X (spring) & 100X (spring, oil immersion). One pair of eyepiece: Widefield 10X. R 50500.00 

 

95. ZENITH Phase Contrast Trinocular Microscope Model TRINO-PC 
 Superior quality microscope with same specifications as above binocular microscope model BINO-PC except that the 

head is trinocular, equipped with phototube for photomicrography applications.  R 56900.00 

 

PO LA R I Z I NG  M I CR O SC O PE ____________________________ 
 

96. ZENITH Student Polarizing Microscope Model ZEN-PS 
 Monocular inclinable body having coarse and graduated fine focusing knobs on both sides. Circular graduated upper plate 

having rotary and cantering adjustment. Substage Abbe 1.2 N.A. condenser with cantering adjustment. Polarizing rotating 
and graduated to 360 degree. Analyser provided in a slide which can be swung in and out of the microscope tube. The 
microscope is also equipped with Bertrand lens, 1/4 wave length retarding plate and gypsum plate which can also be 
swung in and out of the microscope tube. Light adjustment through a reflecting mirror. Three strain free achromatic 
objectives P5x, P10x and P45x (spring). Two eyepieces 10X (widefield) and 5X. R 16200.00 

 

M I C R O SCO PE  A C C E S SO R I E S___________________________ 
 

 Eyepiece: 5X or 10X or 15X. 110.00 Widefield Eyepiece: WF 5X. 450.00 

 Widefield Eyepiece: WF 10X or 15X. 350.00 Paired Eyepiece: 5X or 10X or 15X. 250.00 

 Eyepiece for Stereo Microscopes: 15X. Paired. 3950.00 Eyepiece for Stereo Microscopes: 20X. Paired. 5400.00 

 Achromatic Objective: 5X. 300.00 Achromatic Objective: 10X. 400.00 

 Achromatic Objective: 45X (Spring). 600.00 Achromatic Objective: 100X (Spring, Oil) 1800.00 

 Immersion Oil: 10 ml. 280.00 Immersion Oil: 100 ml. 600.00 

 Lens Cleaning Solution: 500 ml. 125.00 Micrometer: 10 mm by 100 divisions. 200.00 

 Stage Micrometer: 1 mm by 100 divisions. 575.00 Graph: 10 x 10 mm, 100 squares. 250.00 

 Micrometer Eyepiece: 400.00 Camera Lucida: Mirror type. 1260.00 

 Camera Lucida: Prism type. 1200.00 Double Demonstration Eyepiece: 1150.00 

 Mechanical Stage: Both side Vernier scale. 495.00 Stage Clips: 18.00 

 Microscope Reflector: With clamp. 65.00 Microscope Lamp: Pin type, sub stage. 300.00 

 Wooden Box for Student, Medical Microscopes: 250.00 Wooden Box for Research Microscopes: 450.00 

 Siedentopf Binocular Head, 30
o
 with coated prisms 8900.00 Siedentopf Trinocular Head, 30

o
 with coated prisms 14900.00 

 
 
 
 
 
 
 
 
 
 
 

TERMS OF SALE 

 

• All prices are in Indian rupees and are for single units unless otherwise mentioned. 

• Patrons and customers are requested to make purchases of ZENITH products directly from us or through our 

distributors. 

• Prices are net, ex-warehouse and are subject to change without notice. 

• Sales Tax as applicable will be extra. 

• Supplies are made against cash, advance or payment against documents through banks. 

• All our products are covered with one year warranty. 

• Sales are made subject to Agra jurisdiction. 

• Microscopes are usually supplied in thermocole packing.  



Fermentor Control Unit

Gel Documentation &
 Transilluminator

Digital Microphotographic System

Laminar Air Flow Unit

Automatic Distillation Unit

Fermentor Vessel & Head Plate

Gel Analysis Software
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